
ApliTape™ is the original RTape application tape. It has all of the great features of RTape’s 

popular Conform® series, but without the RLA® Release Liner Adhesion additive. 

Available in standard and heavyweight paper grades, in a variety of tack levels.

Standard grade saturated paper premask, coated with a low tack rubber adhesive.

Standard grade saturated paper application tape, coated with a medium tack rubber adhesive.

Standard grade saturated paper application tape, coated with a high tack rubber adhesive.

Heavyweight paper premask, coated with a low tack rubber adhesive.

Heavily saturated heavyweight paper premask with a medium tack rubber adhesive.

Heavyweight paper prespacing tape with an extra high tack rubber adhesive.
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Quality and performance in an affordably 
priced application tape.

Applications
General purpose sign applications

Screen printing

Digital printing

Surface protection for plastics and 

polished metal

Features
Factor cut, razor slit rolls

Rubber adhesive

Standard and heavyweight paper grades

Available in a variety of tack levels

Benefits
Tears cleanly … no stringy, legging 

adhesive residue

No adhesive build-up on stored 

graphics

Works in either wet or dry applications

If adhesive touches adhesive, 

ApliTape pulls apart with no adhesive 

delamination

No adhesive balls, gapping between 

layers or crushed edges

PAPER
APPLICATION TAPE

4000 Low Tack

4075 High Tack

4050 Medium Tack

4700 Low Tack

4760 Medium Tack

4885 High Tack
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